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DOMESTIC SERVICE REDUCED PRESSURE PRINCIPLE ZONE (RPZ)
BACKFLOW PREVENTION ASSEMBLIES AS REQUIRED SHALL BE
ASSE 1013 AND USC APPROVED, AND .025% LEAD FREE.

IRRIGATION SERVICE REDUCED PRESSURE PRINCIPLE ZONE (RPZ)
BACKFLOW PREVENTION ASSEMBLIES AS REQUIRED SHALL BE
ASSE 1013 AND USC APPROVED, AND .025% LEAD FREE.

REDUCED PRESSURE PRINCIPLE DETECTOR (RPDA) BACKFLOW
PREVENTION ASSEMBLIES SHALL BE ASSE 1047 AND USC
APPROVED, AND .025% LEAD FREE.

DOMESTIC AND/OR IRRIGATION RPZ'S MAY BE INSTALLED IN ASSE
1060 ENCLOSURE WITH RPDA, AS LONG AS THEY ARE INSTALLED
WITH THE ALLOWANCES WHICH ARE REQUIRED AROUND EACH

ASSEMBLY.
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WATER MAIN

4'X4'X4" iz
CONCRETE PAD

4" THICK
CONC. PAD

FIRE HYDRANT REQUIRED IF FIRE DEPARTMENT
CONNECTION IS GREATER THAN 50' FROM
NEAREST CITY FIRE HYDRANT. (SEE CITY
STANDARD DETAIL 26.09)
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ABOVE GROUND
ENCLOSURE ASSE 1060
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CT127 MIN. 36" MAX.
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MAINTAIN MIN.
COVER AS SHOWN
ON DETAIL 26.01
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4" MIN. VDOT #57
STONE BASE
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